Rollpikier- und Plackpikiermaschine 58 —_ 4D
Rollpadding and chestpiece machine

Rollpikier- und Plackpikiermaschine

Robust und schnell fiir die wesentlichen Arbeitsgdnge bei der hochwertigen tailor-made Sakko- und Mantel-
fertigung:

— Rollpikieren von Krdgen und Revers,

— Flachpikieren von Einlagen und Placks,
— Anschlagen des Besatzes

— Sichern des Bruchbandes.

Diese Vielseitigkeit wird vor allem durch einen einzigartigen Stoffdriicker ermdglicht. Die digitale Stichtiefenan-
zeige erleichtert den schnellen Wechsel von unterschiedlichen Materialstérken.

Roll-padding and chestpiece machine
Durable and efficient for substantial operations of manufacturing high quality tailor-made jackets and coats:

— Roll padding of lapels and collars,

— Flat padding of chest pieces and interlinings,
— Attaching facings

— Blind stitching of breaktape.

The switchable presser foot provides this extensive versatility. The digital stitch depth display facilitates the quick

change between different thicknesses of material.
STROBEL



58 - 4D

Technische Daten / specifications

Stichzahl / Speed
i mechanisch max. zul&ssig / mechanically admissible

3500 min-1
Empfohlene Nennstichzahl / Recommanded rated speed 3200 min-1
60 sec
| Stichlange / stitch length 5,0-8,0mm

(abhangig vom Nahmaterial / depend on fabric)

Obertransport / top feed

Séageverzahnung /saw toothing

e agad
\ starrer Driicker / fixed plunger

\' Nadelstérke / needle size
g+
- ﬂ

T
\ Stichplattenoff I needle plat i 7,0
A plattenéffnung / needle plate opening Omm -
T 4,5 mm optional
T 6,0 mm optional
\[, Stichtiefenregulierung / stitch depth regulation digital
digital
Nadelsystem / needle system GROZ-BECKERT 4669 EEO
80
Fadenabschneider / thread trimmer optional

Riemenscheibendurchmesser Maschine/ machine pulley diameter dw 80 mm
Motor-Leistung min. / min. motor power 550 W
Keilriemen-Profil / V-belt profile 10 x 6 mm
Zahnriemenscheibe Maschine / toothed belt pulley/machine Z=38
Zahnriemenprofil / toothed belt profile HTD 5M-9

Stichart / Einfaden-Kettenstich-Blindstich Typ 103 /
stitch type single thread chain stitch type 103
Faden / thread Polyester, endlos gezwirnt / polyester continuous filament 120/2

Anschluss pneumatisch / pneumatic connection

6 bar

Luftverbrauch, Mittelwert / avarage air consumption

abhéangig von der Ausstattung / depending on the equipement

Stellflache / required space

05mx1,1m

Arbeitsgerausch / operating noise at 3200 min-1
nach DIN 45635-48-1 KL3

LpAm 79,5 dB(A)
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